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Project Scope

 Trenching and conduit installation

e Removal of 9 old streetlight poles.
e Installation of 18 new Twin 20 streetlight poles

— Permanent repair of all roadway cuts

e Estimated Construction Cost - $507,000.
e Schedule — April 2011 to October 2011




Existing Streetlights

e Existing Lighting Features
— Pendant Pole with cobra head —400W HPS some 4 with double
arms
— Power source from underground power feed
— Staggered Orientation and Varied Spacing
— Combination/stand alone traffic signals at intersections
e Lights—Total=9
— Metal poles
e 400W HPS Cobra heads =13

e Light Distribution
— Average/Minimum Varies from 7.78 — 30.60 (Standard <4)
— Average Existing llluminance = 3.11 - 3.06 fc
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Existing Streetlights
(Cont’d)




Proposed Street
Light

e Poles

— New Twin-20 Poles; Total 18

— In the future all traffic signal / Streetlight pole combo at the
intersections will be Pendant Poles with decorative arm and

Tear drop fixture.
e Lights
e Total = 36 Washington Globe with 250 Watt High Pressure
Sodium on each pole.

e Light Distribution
— Average/Minimum Varies from 2.742 — 3.906 (Standard <4)
— Average Existing llluminance = 3.11 -3.734 fc
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Proposed Streetlights (Cont’d)

e Washington Globes on Twin-20




Signal Upgrade

e Traffic signal upgrade will be at some future date and it will include traffic
Signal and Streetlight combination




 Future Streetlights / Traffic sighal combination poles

e Tear Drop Lights on Metal Pole




Maintenance of Traffic

" BE CLOSED FOR CONSTRUCTION PURPOSES .
S T O 5 DA
OFFOSITE DIZECTIoNS, 11 MsT 32 Plovipep

4- FLAGGERS WILL BE FLACED AT INTERSECTIONS FOR GUIDANCE
IF NECESSARY

£ WHEN BUS STOPS ARE IN LANE CLOSURE LIMITS. WIMATA SHALL

BE INFORWED & WEEK PRIOR TO CLOSURE OF ANY BUS STOP
ALOMG THE CONSTRUCTION LANE

T—\ Taper Beqins

Macomb Sireet, NW

F WMATA does nol respond in lime Yx
FHWCC wil provide a sign fo divect pedesirians
1o the nexl nearest avallable bus siop

e Staging Area
 Expected lane configuration
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Maintenance of Traffic cont’d

3= A MIMIMUK LAME WIDTH OF 105 SHALL BE MAINTAINED AT ALL
TIMES

4- FLAGGERS WILL BE PLACED AT INTERSECTIONS FOR GUIDANCE
IF NECESSARY

S WHEN BUS STOPS ARE IN LANE CLOSURE LIMITE. WIMATA SHALL
BE INFORMED & WEEK PRIOR TO CLOSURE OF ANY BUS STOR
ALOMG THE CONSTRLUICTIGN LANE

Flagger wil &35 venicles
turming Bram O ernectizull Sve 1o

 More expected lane configuration




Summary

 Enhances Lighting Condition with uniform
illumination levels.

 New Elegant, historic and Aesthetically
appealing

 More lights on the side walk and visible
business addresses.
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